








Page5NEW MID CLAMP 30-40MM

The mid clamp is universal for 30mm-40mm module 
size, fully pre-assembled with grounding clip, self 
standing by recessed spring. 

Self-standing,fully pre-assembled universal for 30mm-40mm

self-standing with 
recessed spring

grounding pins 4 for rail, 4 for panel frame

www.enerack.com



Page6NEW END CLAMP 30-40MM

The END clamp is universal for 30mm-40mm module 
size, fully pre-assembled.

universal for 30mm-40mm

Inverted teeth

www.enerack.com



Page7NEW L FOOT

L foot has been further optimized in every detail, it 
comes with better strength and connection with rail, 
and installation-friendly. 

Applied with trapezoidal sheet metal, corrugated 
sheet metal by a wooden screw or self-drilling 
screw.

Applied with clamps for A variety of different 
standing seam roof.

Solid connection between rail and new L foot through 
optimized teeth design. Installation-friendly with every 
detail improved.

www.enerack.com



Page8KLIP-LOK CLAMP

Clamp for LYSAGHT KLIP-LOK CLASSIC 700 Compatible with L 
foot for flush mount or adjustable legs for a tilt mount. 

Each standing seam clamp includes
1.clamp (1 pcs)
2.EPDM
3.Side hex screw M8 x 30mm (2 pcs) 
4.Top hex screw M8 x 25mm (1 pcs) 
Material/finish
1.Clamp: extruded aluminum alloys: 6005-T5, clear anodized average12um
2.hex screw: Stainless steel 304, A2 70
Brief technical data: 
Max.pull out load vertical to roof: up to 3.8KN 
Screw tension: up to 11Nm
Material Warranty: 
ENERACK provides a 10 - year limited warranty for the materials and manufacturing defects

www.enerack.com


